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Components

ID PART CODE

1 Edge Trim FR-ACC-3303

2 Edge Clamp FR-ACC-1301

Introduction

This manual is an illustrated guide on how to install the Fast-Rack Edge trim system for sloped roof 
solar installations. It covers each individual step of the assembly process. Additional resources for 
FR-Ultra sloped roof racking are available online at www.fast-rack.ca

Throughout the manual there are reference markings for warnings, and recommendations, 
identified by these symbols. Be sure to look for and read these markings. They will provide 
information such as guidelines to prevent damage to equipment, safety measures to prevent 
serious injury or bodily harm, and advice on how to make the assembly quicker.

Tools

• #2 Square head/Robertson screwdriver (red)
• Sheet metal snips
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Step 1:
Measure the perimeter of the solar array to determine required length of Trim.

Step 2:
The FR-Edge clamps are installed along the edges of the modules. They are compatible with both flanged and 
non-flanged modules. Ensure the height of the trim does not extend above the module. 

Measure perimeter of array

Fast-Rack online calculator can 
be used to determine length

Trim must never extend above module. 
This can catch snow and result in damage. 

Refer to Step 6 for bending & trimming 
options if Trim needs to be shortened

Lower than module

Optimal L-foot 
position for Trim

Installing rails at optimal 
position eliminates need to 
bend or cut Trim
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Step 3:
The FR-Edge clamps are installed to the edges of the modules. They are compatible with both flanged and non-
flanged modules. Hook the clamp around the module frame as shown. 

Step 4:
Using a screwdriver, tighten the countersunk screw on the Clamp until firmly secured against the module frame.

Tighten until loosely clamped 
against module frame

Tighten screw

Flanged Module Frame Non-Flanged Module Frame

Clamp should be in loosened 
position before install

Fully tighten after Trim is 
aligned to allow for adjustment
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Step 5:
It is recommended to start at a corner of the array. Pre-install the Edge Clamps, ensuring the Trim is fastened at both 
ends and the mid point as shown in Step 5. Slide the Clamps to align with the Trim as required. 

Step 6:
The Edge Trim is designed to easily bend around corners. The corner bend can be formed anywhere along the 
perforated regions. It is recommended to start the install with a corner bend near the mid-point.

Bend along perforated 
areas of the Trim

It is not recommended to 
bend along vertical ribs

Use a straight-edge to 
make clean bends

Clamp zones

Locate clamps to align with clamp zones 
indicated in Steps 6 & 8.
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Step 7:
Position the Edge Trim so that it sits flush against the roof surface. Align the perforations with the round-head screw 
on the Edge Clamp. Adjust the position of the Clamp as needed so that the screw extends through. Slide the slotted 
washer under the screw head and tighten to secure the Trim.

Step 8:
Each piece of Trim should be secured with a clamp at the mid-zone and a clamp at either end-zone. Adjacent Trim 
should overlap and share the same Clamp at the ends.  

Align over screw Insert slotted washer

Clamp zones

Clamping at shorter intervals is permitted 
provided the ends are always supported. 

Max 24”

Use hand tools. Do not 
overtighten.
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Step 9:
The Trim is designed to overlap and should share an Edge Clamp with the adjacent piece of Trim at either end. 

Step 10:
The bottom edge of the Trim should always be installed within 1/8” of the roof surface. It may be installed on an angle 
to accommodate uneven roof surfaces. Any of the square holes may be used to clamp in place, allowing a wide range 
of flexibility. 

1/8” from roof surface

Height may vary along 
the module frame

Overlap as required 
before the vertical rib
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Step 11:
If rails extend from the edge of the array, use snips to cut the Trim around the rail. 

Step 12:
If the Trim is too tall, it may be cut (lengthwise) or folded inwards at either of the lower perforations.
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Keep a tight fit around rail

Bending along these lines is 
a quick way to adjust height

If using the bending method on a corner, 
additional vertical snips will be required. 

Using Fast-Rack hidden end clamps eliminates 
the need to trim around rails.

Use a straight-edge to 
make clean bends
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