
Sigen Power Sensor
RGM Certified Precision

Precision-engineered for North American 120V/240V power systems

ANSI Class 0.5 accuracy for mission-critical solar export control

Bidirectional tracking with seamless RS485 Modbus-RTU integration

Sigenergy is leading a new way of producing, storing, transferring, and consuming home energy. We provide a genuine all-in-one solar energy storage system, 

SigenStor. Its unique 5-in-1 modular design integrates Solar Inverter, EV DC Charger, Battery PCS, Battery Pack, and EMS into one intelligent home energy system. Simple, 

robust and versatile, it will be a great addition to your home.
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 Sigen Sensor SP CT250 US Units

 Power Supply
 Grid connection type Split
 AC input voltage range 192 ~ 276 V
 AC frequency 50 / 60 Hz

 Measurement Accuracy
 Voltage measurement accuracy 0.5%
 Current measurement accuracy 0.5%
Electric energy measurement accuracy ANSI class 0.5

 Frequency measurement accuracy 0.2%

 Communication
 Interface RS485
 Baud rate 2400 / 4800 / 9600 (Default) / 19200 / 38400 bps
 Protocol Modbus RTU

 General Data
 Dimensions (W / H / D) 1.77 × 3.94 × 2.58 / 45 × 100 × 65.5 in / mm
 Weight 0.32 / 0.145 lbs / kg
 Storage temperature range -40 ~ 158 / -40 ~ 70  °F / °C
 Operating temperature range -13 ~ 131 / -25 ~ 55  °F / °C
 Relative humidity range < 75%
 Enclosure type IP20
 Installation method DIN Rail 35 mm

 CT Accessory
 Number of CT 2
 Cable length of CT 236.1 / 6 in / m
 Inner diameter of CT 0.95 / 24.3 in / mm
 Weight of CT 0.51 / 0.23 lbs / kg
 Current rating of CT 250 / 50 A / mA

 Standard Compliance
UL 61010-1:2012, UL 61010-2-030:2012, ANSI C12.20
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